
When quality counts… Make it Marco!

Marco Fiberglass
9140 Tavenor Lane 
Houston, Texas 77075

Phone: 713-649-5310 
Toll Free: 800-200-3047
Fax: 713-649-5305
www.marcofiberglass.com

4/2018

Product Group: Pultruded Fiberglass Grating
1” Deep T-Bearing Bar (T10-33)

1″ Thick / 33% Open

Concentrated Load

Uniform Load

SPAN (in.)
Equal

Equal

12”

SPAN

12” 

1. These tables were developed in accordance with the test method developed by the Fiberglass 
Grating Manufacturers Council (FGMC) of the American Composites Manufacturers Association 
(ACMA) for the Fiberglass Grating Standard. 

2. The designer should not exceed MAXIMUM RECOMMENDED load at any time.  MAXIMUM LOAD 
represents a factor of safety of 2:1 for pultruded grating on ULTIMATE CAPACITY. ULTIMATE 
CAPACITY represents MAX LOAD observed at initial fracture.

3. Walking loads for maintenance traffic are typically a live load of 50 PSF. Deflections for worker 
comfort are typically limited to 0.375” (3/8”) or SPAN divided by 120 under full live load. For a 
firmer feel under full live load or a line load 250 lbs/ft of width, limit deflections to 0.25” (1/4”) or 
SPAN divided by 200.

4. The loads represented are for STATIC LOAD CONDITIONS at ambient temperature.  Deflections 
for impact loads or dynamic loads will MULTIPLY the deflections shown by 2. Long term loads will 
result in added deflection due to creep in the material and will require higher factors of safety to 
ensure acceptable performance.

5. Deflections are limited to 0.5” (1/2”) as recommended by the Fiberglass Grating Manufacturers 
Council of the American Composites Manufacturers Association.

Span 
(inches)          

CONCENTRATED LOAD in lbs/ft of width Max
Load

Apparent
El x 10^6

(lb-in2)50 100 150 200 250 500 1000 2000
12 0.003 0.005 0.008 0.010 0.013 0.026 0.051 0.103 1950 0.70
18 0.007 0.014 0.020 0.027 0.034 0.068 0.135 0.270 1300 0.90
24 0.015 0.029 0.044 0.058 0.073 0.145 0.291 0.582 975 0.99
30 0.028 0.055 0.083 0.110 0.138 0.276 0.551 780 1.02
36 0.047 0.093 0.140 0.187 0.234 0.467 650 1.04
42 0.074 0.147 0.221 0.294 0.368 557 1.05
48 0.109 0.217 0.326 0.435 0.543 488 1.06

Span 
(inches)

UNIFORM LOAD in lbs/ft2
Max
Load

Apparent
El x 10^6

(lb-in2)  50 100 150 200 250 500 1000 2000
12 0.002 0.003 0.005 0.006 0.008 0.016 0.032 0.064 7599 0.70
18 0.006 0.013 0.019 0.025 0.032 0.063 0.127 0.253 3314 0.90
24 0.018 0.036 0.055 0.073 0.091 0.182 0.364 1957 0.99
30 0.043 0.086 0.129 0.172 0.215 0.431 1258 1.02
36 0.088 0.175 0.263 0.350 0.438 883 1.04
42 0.161 0.322 0.482 0.643 655 1.05
48 0.272 0.543 502 1.06

Properties Per Foot of Width # of Bars Load Bar Depth Bar Centers Weight/sq ft

A = 2.34 in2 I = 0.27 in4 ST = 0.78 in3 SB = 0.42 in3 8 1” 1.5” 2.25
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