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Filter Cloth, Dutch Weave Table

Weave Type
Normal Mesh 

Count
(warp x weft)

Wire Diameter 
Inches

(warp / weft)

Absolute Particle 
Retention - 

Microns

Normal Particle 
Retention - 

Microns

Normal Particle 
Retention - Inches

Plain Dutch Weave 8 x 85 0.0140 / 0.0126 330 - 350 250 0.00984252"

Plain Dutch Weave 12 x 64 0.0240 / 0.0165 280 - 300 200 0.007874016"

Plain Dutch Weave 14 x 88 0.0200 / 0 .0130 220 - 240 150 0.005905512"

Plain Dutch Weave 12 x 95 N/A 240 - 260 N/A N/A

Plain Dutch Weave 20 x 150 0.0098 / 0.0070 170 - 190 100 0.003937008"

Plain Dutch Weave 24 x 110 0.0150 / 0.0100 112 - 125 80 0.003149606"

Plain Dutch Weave 30 x 150 0.0090 / 0.0070 95 - 110 63 0.002480315"

Plain Dutch Weave 40 x 200 0.0070 / 0.0055 75 - 80 56 0.002204724"

Plain Dutch Weave 50 x 250 0.0055 / 0.0045 56 - 63 40 0.001574803"

Plain Dutch Weave 80 x 400 0.0050 / 0.0030 36 - 45 36 0.001417323"

Twill Dutch Weave 20 x 250 0.0098 / 0.0079 110  - 120 100 0.0039370"

Twill Dutch Weave 30 x 250 N/A 100  - 112 90 0.0035433"

Twill Dutch Weave 30 x 360 0.0098 / 0.006 95  - 106 80 0.0031496"

Twill Dutch Weave 40 x 560 0.007 / 0.004 71  - 80 50 0.0019685"

Twill Dutch Weave 120 x 400 0.004 / 0.0026 50  - 55 40 0.0015748"

Twill Dutch Weave 120 x 600 0.004 / 0.0025 40 - 45 30 0.0011811"

Twill Dutch Weave 200 x 600 0.0024 /  .0018 28  - 32 20 0.0007874"

Twill Dutch Weave 80 x 700 0.004 / 0.003 34  - 36 25 0.0009842"

Twill Dutch Weave 165 x 800 0.0028 / 0.002 24  - 26 15 0.0005905"

Twill Dutch Weave 165 x 1400 0.0028 / 0.0016 16  - 18 10 0.0003937"

Twill Dutch Weave 200 x 1400 0.0028 / 0.0016 11  - 13 5 0.0001968"

Twill Dutch Weave 250 x 1400 0.0022 / 0.0016 11  - 12 4 0.0001574"

Twill Dutch Weave 325 x 2300 0.0015 / 0.001 8  - 9 2 0.0000787"

Twill Dutch Weave N/A 0.001 / 0.0006 5 <1 0.0000350

Mill grade wire mesh is somewhat similar to tensile bolting mesh, with the primary difference being that it provides greater strength and 
a lesser amount of open area. However, mill grade wire mesh cannot match market grade wire mesh in terms of strength and durability. 
This is due to the use of thinner, lighter wire diameters than what typically comprises market grade mesh. Mill grade wire mesh typically 
consists of a plain weaving technology.

For more detailed information, download the data sheet you need: https://www.marcospecialtysteel.com/resources-library/wire-cloth-
resources/
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