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Nickel Alloy Grades — Chemical Composition

Nickel Alloy Material Grade

Alloy # CR Ni (o3 Mn.Max. Si-Max. P.Max. S.Max. Other Elements
Carpenter 20Cb-3  20.0 35.0 0.06 Max. 20 1.0 0.035 0.035 0“83)('2’ ,\'\/ﬂﬁ /f'_g',\';';’;Ta
Haynes 25 (L605) 20.0 10.0 0.05/0.15 2.0 1.0 Co 50.0, W 15.0

Hastelloy B-2 1.0 68.0 0.02 Max. 1.0 0.10 0.04 0.03 Mo 28.0, Co 1.0

C-276 15.5 57.0 0.02 Max. 1.0 0.08 0.03 0.03 Mo 16.0

Hastelloy X 21.8 47.5 0.05/0.15 1.0 1.0 0.04 0.03 Mo 9.0, Co 1.5
Inconel 600 15.50 76.0 0.15Max. | ... | L
Inconel 601 23.0 60.5 0.10 Max. Al 1.00/1.70
Inconel 625 215 61.0 0.10 Max. Mo 9.0, Nb+Ta 3.6
Inconel 718 19.0 52.5 0.08 Max. Mo 3.0, Nb+Ta 5.1
Incoloy 800 21.0 325 010 Max. | ... | o
Incoloy825 | |
Monel 400 | ... 66.5 0.30 Max. Cu 315
Nichrome V 20.0 80.0 .. e
Nickel 200 | ... 99.6 0.15Max. | ... |
Nickel 201 | ... 99.6 0.02Max. | ... e

For more detailed information regarding Nickel Alloy follow this link: https://www.marcospecialtysteel.com/resources-library/material-

grades/nickel-alloys/

Disclaimer

This information is provided “as is” and MSS makes no warranty of any kind with respect to the subject matter or accuracy of the information contained herein. MSS
specifically disclaims all warranties, expressed, implied or otherwise, including without limitation, all warranties of merchantability and fitness for a particular purpose.

In no event shall MSS be liable for any special, incidental, indirect or consequential damages of any kind or any damages whatsoever resulting from loss of use, data, profits,
whether or not advised of the possibility of damage, and on any theory of liability, arising out of or in connection with the use of the information contained herein.
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